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Features 
 

 Easy, fast and precise line location 
 Only one frequency – easy to operate 
 One-button depth measurement 
 Ergonomic design for comfortable working  
 Distance-based left/right guidance 
 Long range through very precise signal evaluation 
 Medium active frequency of 9.82 kHz, for quick and easy 

location 
 Simultaneous maximum and minimum display 
 Permanent real-time amplification adjustment 
 Generator with constant-current control for a constant 

location area 
 
Scope of delivery  

 VM-850 set 
- receiver with batteries 
Transmitter with Li-ion rechargeable battery 

 Connection cable 
 Earthing rod 
 Carrying bag 
 Operating manual 

 
Special accessories  

 Transmitter tongs 50 mm, 100 mm, 125 mm 
 Probes for non-metallic lines 

Description 
The VM-850 location system was specifically developed to 
locate and determine the laying depth of metallic water pipes 
and gas pipes, as well as cables.  
 
The precisely tuned, medium location frequency of 9.82 kHz 
enables the fast and accurate tracing of a metallic pipe or cable. 
The determination of depth occurs automatically 
at the touch of a button. 

The system is distinguished by its user-friendliness, its large 
display and large buttons as well as its extensive accessories. 

Technical data  

 

 

 

 

Advantages 
 Easy to use 
 High location accuracy 
 Optimal inductive transmission of line signals 
 Classic design, compact and light 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

VM-850 

“One-frequency” location system  
for cables and pipes 

Receiver
Receiving frequency 9.82 kHz 
Depth measurement  
range 0 … 6 m 
Depth measurement  
tolerance ± 5% + 2" (up to 3 m deep) 
Power supply 2x D cell alkaline 
Operating time approx. 65 hours  
Operating temperature –20 °C … +50 °C 
Protection class IP54 
Dimensions (L x B x H) 790 x 210 x 280 mm 
Weight 1.4 kg 
 
Transmitter 
Transmission  9.82 kHz 
frequency (directly or via an internal aerial) 
Output 1 W 
Power supply Li-ion rechargeable battery 
Operating time approx. 40 hours  
Operating temperature –20 °C … +50 °C 
Protection class IP54 
Dimensions (L x B x H) 370 x 115 x 85 mm 
Weight 1.9 kg 

VM-850 receiver VM-850 transmitter 


